
 
 
 
 
 
 
 
 
 

  GRILLETES DE ALTA RESISTENCIA   –  GALVANIZADOS – Normativa Europea EN 1677-1 
                        
 
 
                         
 
 
 
 

                                  HIGH TENSILE FROGED SHACKLES – Safety Factor 6:1  
 

 
 G200 – Grillete Lira G201 – Grillete Lira    G300 – Grillete Recto G301 – Grillete Recto 
        con tuerca y pasador                                    con tuerca y pasador 
        with thin head-bolt nut w/cotter pin                    with thin head-bolt nut w/cotter pin 

 
 
 

 

Ø (inch) TONS H B 
10 3/8" 1 37 17 

11 7/16" 1,5 43 19 

13 1/2" 2 51 22 

16 5/8" 3,25 64 27 

19 3/4" 4,75 76 31 

22 7/8" 6,5 83 36 

25 1" 8,5 95 43 

28 1-1/8" 9,5 108 47 

32 1-1/4" 12 115 51 

35 1-3/8" 13,5 133 57 

38 1-1/2" 17 146 60 

45 1-3/4" 25 178 74 

50 2" 35 196 83 

 

    

D – Ø mm  (inch) TONS H B 
10 3/8" 1 37 17 

11 7/16" 1,5 43 19 

13 1/2" 2 51 22 

16 5/8" 3,25 64 27 

19 3/4" 4,75 76 31 

22 7/8" 6,5 83 36 

25 1" 8,5 95 43 

28 1-1/8" 9,5 108 47 

32 1-1/4" 12 115 51 

35 1-3/8" 13,5 133 57 

38 1-1/2" 17 146 60 

45 1-3/4" 25 178 74 

50 2" 35 196 83 

 

  


